
from damage. (Custom length, colors, and sheilded cables are available upon request).

CAT5E Patch Cords

Conduct Gauge-
Cable Type-
Protection-

Connectors-
Standards-

Frequency-
Attenuation-
Impedance-

NEXT-
PS-ACR-

24AWG
4-Pair Solid, UTP, Solid, copper 
Snag-less Molded Boot without Bubble Protector
Snag-less Molded Boot with Bubble Protector 
RJ-45, with 50 micro-inch gold plated contacts
TIA/EIA Category 5, 568 A & B,
UL Approved, and ETL Veriýed
Up to 100 MHz
Max. 22 dB/100m (328 ft.) @ 100 MHz
100 Ñ 15 ohms 
Max. 35.3 dB/100m (328 ft.) @ 100 MHz
Min.. 20 dB/100m (328 ft.) @ 100 MHz

Speciýcations:

Low NEXT/Attenuation Rates

PS ELFEXT

Low Return Loss                   

Get Connected with our Category 5 enhanced patch cords.
All of our CAT 5E patch cords are UL Listed and ETL Verýed. Containing 
4 unshielded twisted pairs of solid copper wire 24 AWG with PVC jacket, 
and RJ45 connectors with 50Õò Gold plated Brass contacts. Perfect in 
conjunction with 10 Base-T, 100 Base-T, and 1000 Base-T networks. Our 
patch cords meet and exceed TIA/EIA - 568 standard. Available with or 
without strain relief boots and and also in molded design to protect cords 


